WARNING!
SPACE BETWEEN DOOR AND HOISTWAY MUST NOT EXCEED 3"!
INTERLOCKS CONFORMING TO ASME A17.1 MUST BE INSTALLED AND ADJUSTED PER MANUFACTURER’S INSTRUCTIONS.

FAILURE TO COMPLY MAY RESULT IN SERIOUS INJURY OR DEATH!

NOTE:
LEAVE ROUGH OPENING MIN 14" WIDER & 14" HIGHER THAN CLEAR OPENING, AS SHOWN.

2 SPD SIDELIDE ENTRANCE (BY ECL)
2 1/4" WIDE X 3 3/4" HIGH X 3" DEEP CUTOUT (BY OTHERS) ON ALL FLOORS FOR CALL BUTTON BOX (BY ECL)

SPACE BETWEEN DOOR AND HOISTWAY MUST NOT EXCEED 3"
INTERLOCKS CONFORMING TO ASME A17.1 MUST BE INSTALLED AND ADJUSTED PER MANUFACTURER’S INSTRUCTIONS.

!WARNING!
FAILURE TO COMPLY MAY RESULT IN SERIOUS INJURY OR DEATH!

SWING DOORS, OVERHEAD DRUM

SIZE A
PART NO. 36 X 48, 1L
DESCRIPTION: SWING DOORS, OVERHEAD DRUM

AMERICA’S LEADER IN HOME ELEVATORS.
Provide wall construction suitable for attachment of rail brackets at shown elevation. Must be capable of 300lb pullout loading with max deflection of 1/8".

Bracket locations may vary according to travel.

Spreader brackets fasten with lag screws 2 places per side bracket.

Size A

Part No.
36 X 48, 1L

Description:
Swing Doors, Overhead Drum