**WARNING!**
Space between door and hoistway must not exceed 3".
Interlocks conforming to ASME A17.1 must be installed and adjusted per the manufacturer's instructions.
Failure to comply may result in serious injury or death!

*Failure to Comply May Result in Serious Injury or Death!*

---

**Rail Weights:**
- *R1(Fx)*: 1075 lbs
- *R2(Fy)*: 358 lbs
- *R3(Fz)*: 2500 lbs

**Rail Forces**
- R1
- R2
- R3

**Max 3' ASME A17.1**

---

**Hoistway:**
- 63" Hoistway width
- 32" Width

**2 1/4" X 3 1/4" X 3" Deep Cutout**
- All floors for call button box

**Space Between Door and Hoistway Must Not Exceed 3"!**

**Interlocks Conforming to ASME A17.1 Must Be Installed and Adjusted Per the Manufacturer's Instructions.**

**Size A**

**Part No:** 40 X 54, 1R

**Description:** Swing doors, basement drum

---

**Nationwide Lifts**
America's leader in home elevators.
PROVIDE WALL CONSTRUCTION SUITABLE FOR ATTACHMENT OF RAIL BRACKETS AT SHOWN ELEVATION. MUST BE CAPABLE OF 300LB PULLOUT LOADING WITH MAX DEFLECTION OF 1/8".

SPREADER BRACKETS FASTEN WITH LAG SCREWS 2 PLACES PER SIDE BRACKET

BRACKET LOCATIONS MAY VARY ACROSSING TO TRAVEL
SWING DOORS, BASEMENT DRUM

SIZE

PART NO.
40 X 54, 1R

DESCRIPTION:
SWING DOORS, BASEMENT DRUM